
WINDverter Wind Turbines 
WT400-12 WT400-24 

 

 
 
WINDverter WT wind turbines are a small scale high quality wind turbine with a high efficiency design to 
harness the winds energy.  Utilising a brushless permanent magnet 3 phase alternator for minimal 
maintenance, Plastic composite blades for extra strength and durability, and housed in a full alloy body 
with stainless steel fixtures giving  high anti corrosion properties, the WINDverter range of wind turbines 
are built to provide many years of trouble free operation even in the harshest of environments.   
 
The all new WT400 is the smallest of the WINDverter range of wind turbines.   The blades are computer 
designed to harness the peak energy output in a full range of wind speeds and are manufactured from a 
composite plastic to ensure high strength and durability. 
 
By utilising 5 blades the WT400 will start to produce energy in wind speeds as low as 2.0m/s.   Other 
benefits of a 5 blade wind turbine are that the alternators RPMs are lower then the 3 blade equivalent, 
which results in extended bearing life and probably more important the audible noise from the wind 
turbine is reduced. 



Included with the WINDverter WT400 is a separate charge controller designed to be installed near the 
battery bank.  This gives the benefit of more accurate voltage regulation as the charge controller won’t 
suffer from the voltage drop that occurs when the charge controller is mounted inside the turbine.  
Mounting of the charge controller a cooler environment is also possible to increase the life. 
 
The WINDverter WT400 wind turbines are flexible with their suited application.  They can be used in 
remote area power systems or marine applications to recharge batteries or grid tie systems to feed 
energy back into the grid.  Remote area pumping is also possible, either through batteries or direct 
driven. 
 

   
 

Available in 12 or 24 volts the Windverter WT400 has a maximum output of 400watts. 
 

Wind speed Output  (Watts) 
Start up Cut in Rated Survival Rated Max 
2.0m/s 2.5m/s 12m/s 30m/s 
7.2kph 9.0kph 43.2kph 108kph 

400 450 

No. of Blades Blade diameter Voltages Mounting 
5   1200mm 12volt and 24volt 48mm OD Pipe, Schedule 40 

 

Specifications are subject to change without notice. 
 

 
 

Distributed in Australia by:     Your local dealer is:  
 
Windpower Australia Pty Ltd 
200 Ninth Ave, Austral NSW 2179 
www.windpower.com.au 


